TERNIUM MTY HOT
Project Description STRIP MILL IN PESQUERIA
MONTERREYNUEVO

Italian-Argeriine conglomerat&echint

Grouphasinvesed US $1 billion to set L E)N

up a new steel mill irPesqueria
(Monterrey) Nuevo Lean

The hot rolling millis developed as COUNTRY: MEXICO
part of an expar

industrial center in the municipabf

Pesqueria, where the consortifirst )

started operations in 2013.

Seel companylerniumfi one of six
main companies that make up Techil
fi hasundertakathe projectTernium
is the largest steel company in Latir ;

America with productiorcenters in CLIENT: TERNIUM
Mexico, Argentina, Guatemala,
Colombia ad the United States.

The new plant has an annual :
production capacity of 3.7 million Tem'um
tonnes of steel and manufactureo
products to meet demand in the
automotive industry as well as the
home appliance, machinery, energ) CONTRACTOR: SIDERIDRAULIC
and construction sectors.

In Mexico, @chint has nine industrial
plants and two mining operations as '-‘_5/-'-'_75?/9:‘34‘0’1/6‘»-
well as five service centers and 11 o
distribution centers. Last year it
produced 3.5 million tonnes of steel ir

Mexi®, accounting for 18.7% of total CONSULTANT: N.A.
national productian
TYPE: WATER TREATMENT
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PRODUCT SUPPL

Product Description Quantity

PRESSURE REDUCING VALVE DN100
VRCD TYPE 20
FLANGED ANSI150 '
BODY: CAST IRON GJS 50@/GJS 45010
PRESSURE LIMITING DEVICE VALVE 3/8"
NPT THREADED
BRASS 11,0
SEAT PTFE
CALIBRATED 5 BAR
BALL CHECK VALVES DN50
FLANGED ANSI150
BODY: CAST IRON 4,0
EPOXY RESIN COATED
DISC: CARBON SEEL + NBR
BALL CHECK VALVES DN150
FLANGED ANSI150
BODY: CAST IRON 4,0
EPOXY RESIN COATED
DISC: CARBON SEEL + NBR
BALL CHECK VALVES DN200
FLANGED ANSI150
BODY: CAST IRON 6,0
EPOXY RESIN COATED
DISC: CARBON SEE# NBR
ECO BALL VALVE D25 DN20
SEATING JOINT FEMALE SOCKET ENDS
PN16 94,0
MOC: PVGU
SEAT: EPDM
ECO BALL VALVE D40 DN32
SEATING JOINT FEMALE SOCKET ENDS
PN16 4,0
MOC: PVGCU
SEAT: EPDM
WAFER CHECK VALVE DN50
DUAL PLATE
FLANGED ANSI150
BODY: CS ASTM A 216 WCB 1,0
EPOXY RESIN PAINTED
DISC: SS A351 CF8
SEAT: EPDM
WAFER CHECK VALVE DN100
DUAL PLATE
FLANGED ANSI150
BODY: CS ASTM A 216 WCB 2,0
EPOXY RESIN PAINTED
DISC: SS A351 CF8
SEAT: EPDM
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WAFER CHECK VALVEN250
DUAL PLATE
FLANGED ANSI150
BODY: CS ASTM A 216 WCB
EPOXY RESIN PAINTED
DISC: SS A351 CF8
SEAT: EPDM

4,0

WAFER CHECK VALVE DN300
DUAL PLATE
FLANGED ANSI150
BODY: CS ASTM A 216 WCB
EPOXY RESIN PAINTED
DISC: SS A351 CF8
SEAT: EPDM

50

WAFER CHECK VALVE DN350
DUAL PLATE
FLANGED ANSI150
BODY: CS ASTM A 216 WCB
EPOXY RESIN PAINTED
DISC: SS A351 CF8
SEAT: EPDM

3,0

WAFER CHECK VALVE DN400
DUAL PLATE
FLANGED ANSI150
BODY: CS ASTM A 216 WCB
EPOXY RESIN PAINTED
DISC: SS A351 CF8
SEAT: EPDM

19,0

WAFER CHECK VALVE DN500
DUAL PLATE
FLANGED ANSI150
BODY: CS ASTM A 216 WCB
EPOXY RESIN PAINTED
DISC: SS A351 CF8
SEAT: EPDM

6,0

WAFER SWING CHECK VALVE DN600
SINGLE PLATE
FLANGED ANSI 150
BODY: CS ASTM A 216 WCB
EPOXY RESINRINTED
DISC: SS A351 CF8
SEAT: EPDM
WITH COUNTER WEIGHT

10,0

WAFER SWING CHECK VALVE DN750
SINGLE PLATE
FLANGED ANSI 150
BODY: CS ASTM A 216 WCB
EPOXY RESIN PAINTED
DISC: SS A351 CF8
SEAT: EPDM
WITH COUNTER WEIGHT

14,0

WAFER SWING CHECK VALVE DN150
SINGLE PLATE
FLANGED ANSI 150
BODY: CS ASTM A 216 WCB

48,0
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EPOXY RESIN PAINTED
DISC: CARBON STEEL
GASKET: EPDM

RUBBER EXPANSION JOINT DN150
FLANGED ANSI150
FLANGES: CARBON STEEL
JOINT: EPDM

2,0

RUBBER EXPANSIOBOINT DN200
FLANGED ANSI150
FLANGES: CARBON STEEL
JOINT: EPDM
PRESS.MAX 9 BAR

2,0

RUBBER EXPANSION JOINT DN250
FLANGED ANSI150
FLANGES: CARBON STEEL
JOINT: EPDM

9,0

RUBBER EXPANSION JOINT DN300
FLANGED ANSI150
FLANGES: CARBON STEEL
JOINT: EPDM

3,0

RUBBER EXPANSION JOINT DN300
FLANGED ANSI300
FLANGES: CARBON STEEL
JOINT: EPDM

1,0

RUBBER EXPANSION JOINT DN350
FLANGED ANSI150
FLANGES: CARBON STEEL
JOINT: EPDM

6,0

RUBBER EXPANSION JOINT DN350
FLANGED ANSI300
FLANGES: CARBON STEE

JOINT: EPDM

1,0

RUBBER EXPANSION JOINT DN450
FLANGED ANSI150
FLANGES: CARBON STEEL
JOINT: EPDM

1,0

RUBBER EXPANSION JOINT DN500
FLANGED ANSI150
FLANGES: CARBON STEEL
JOINT: EPDM

3,0

RUBBER EXPANSION JOINT DN600
FLANGED ANSI150
FLANGES: CARBON STEEL
JOINT: EPDM

13,0

RUBBER EXPANSION JOINT DN600
FLANGED ANSI150
FLANGES: CARBON STEEL
JOINT: EPDM
WITH ROD BARS

4,0

RUBBER EXPANSION JOINT DN700
FLANGED ANSI150
FLANGES: CARBON STEEL
JOINT: EPDM
WITH RODBARS

3,0
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RUBBER EXPANSION JOINT DN80O0
FLANGED ANSI150
FLANGES: CARBON STEEL
JOINT: EPDM
WITH ROD BARS

50

GATE VALVE 2"
FLANGED ANSI150
BODY/BALL: CARBON STEEL
SEAT: EPDM
WITH STEEL HANDWHEEL

4,0

GATE VALVE 4"
FLANGED ANSI150
BODY/BALL:CARBON STEEL
SEAT: EPDM
WITH STEEL HANDWHEEL

2,0

GATE VALVE 6"
FLANGED ANSI150
BODY/BALL: CARBON STEEL
SEAT: EPDM
WITH STEEL HANDWHEEL

1,0

GATE VALVE 8"
FLANGED ANSI150
BODY/BALL: CARBON STEEL
SEAT: EPDM
WITH STEEL HANDWHEEL

50

Y STRAINER 1"
ASME B1.20.1 NPT
BODY: AISI316
SCREEN: AISI316

2,0

Y STRAINER 2"
ASME B1.20.1 NPT
BODY: AISI316
SCREEN: AISI316

48,0

Y STRAINER 3/4"
ANSI150 GLUING
PVvC

36,0
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